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§ 63.1105 Transfer racks. 

(a) Design requirements. The owner or 
operator shall equip each transfer rack 
with one of the control options listed 
in paragraphs (a)(1) through (4) of this 
section. 

(1) A closed vent system designed to 
collect HAP-containing vapors dis-
placed from tank trucks or railcars 
during loading and to route the col-
lected vapors to a flare. The owner or 
operator must meet the requirements 
of § 63.982(a)(3). 

(2) A closed vent system designed to 
collect HAP-containing vapors dis-
placed from tank trucks or railcars 
during loading and to route the col-
lected vapors to a control device other 
than a flare. The owner or operator 
must meet the requirements of 
§ 63.982(a)(3). 

(3) Process piping designed to collect 
the HAP vapors displaced from tank 
trucks or railcars during loading and 
to route the collected vapors to a proc-
ess where the HAP vapors shall pre-
dominantly meet one of, or a combina-
tion of, the ends specified in para-
graphs (a)(3)(i) through (iv) of this sec-
tion or to a fuel gas system. The owner 
or operator must meet the require-
ments of § 63.982(a)(3). 

(i) Recycled and/or consumed in the 
same manner as a material that fulfills 
the same function in that process; 

(ii) Transformed by chemical reac-
tion into materials that are not HAP; 

(iii) Incorporated into a product; and/ 
or 

(iv) Recovered. 
(4) Process piping designed to collect 

the HAP vapors displaced from tank 
trucks or railcars during loading and 
to route the collected vapors to a vapor 
balance system. The vapor balance sys-
tem must be designed to route the col-
lected HAP vapors to the storage vessel 
from which the liquid being loaded 
originated, or to another storage vessel 
connected to a common header, or to 
compress and route collected HAP va-
pors to a process. 

(b) Operating requirements. An owner 
or operator of a transfer rack shall op-
erate it in such a manner that emis-
sions are routed through the equip-
ment specified in paragraph (a) of this 
section. 

(c) Control device operation. Whenever 
HAP emissions are vented to a control 
device used to comply with the provi-
sions of this subpart, such control de-
vice shall be operating. 

(d) Tank trucks and railcars. The 
owner or operator shall load HAP-con-
taining materials only into tank 
trucks and railcars that meet the re-
quirement in paragraph (d)(1) or (2) of 
this section and shall maintain the 
records specified in paragraph (i) of 
this section. 

(1) Have a current certification in ac-
cordance with the U.S. Department of 
Transportation (DOT) pressure test re-
quirements of 49 CFR part 180 for tank 
trucks and 49 CFR 173.31 for railcars; or 

(2) Have been demonstrated to be 
vapor-tight within the preceding 12 
months as determined by the proce-
dures in paragraph (h) of this section. 
Vapor-tight means that the pressure in 
a truck or railcar tank will not drop 
more than 750 pascals within 5 minutes 
after it is pressurized to a minimum of 
4,500 pascals. 

(e) Pressure relief device. The owner or 
operator of a transfer rack subject to 
the provisions of this subpart shall en-
sure that no pressure relief device in 
the loading equipment of each tank 
truck or railcar shall begin to open to 
the atmosphere during loading. Pres-
sure relief devices needed for safety 
purposes are not subject to the require-
ments of this paragraph. 

(f) Compatible system. The owner or 
operator of a transfer rack subject to 
the provisions of this subpart shall 
load HAP-containing materials only to 
tank trucks or railcars equipped with a 
vapor collection system that is com-
patible with the transfer rack’s closed 
vent system or process piping. 

(g) Loading while systems connected. 
The owner or operator of a transfer 
rack subject to this subpart shall load 
HAP-containing material only to tank 
trucks or railcars whose collection sys-
tems are connected to the transfer 
rack’s closed vent system or process 
piping. 

(h) Vapor tightness procedures. For the 
purposes of demonstrating vapor tight-
ness to determine compliance with 
paragraph (d)(2) of this section, the 
procedures and equipment specified in 
paragraphs (h)(1) and (2) shall be used. 
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(1) The pressure test procedures spec-
ified in Method 27 of appendix A to 40 
CFR part 60. 

(2) A pressure measurement device 
that has a precision of ± 2.5 millimeters 
of mercury or better and that is capa-
ble of measuring above the pressure at 
which the tank truck or railcar is to be 
tested for vapor tightness. 

(i) Recordkeeping. The owner or oper-
ator of a transfer rack shall record 
that the verification of DOT tank cer-
tification or Method 27 of appendix A 
to 40 CFR part 60 testing required in 
§ 63.84(c) has been performed. Various 
methods for the record of verification 
can be used, such as a check-off on a 
log sheet, a list of DOT serial numbers 
or Method 27 data, or a position de-
scription for gate security showing 
that the security guard will not allow 
any trucks on-site that do not have the 
appropriate documentation. 

[67 FR 46288, July 12, 2002] 

§ 63.1106 Wastewater provisions. 
(a) Process wastewater. Except as spec-

ified in paragraphs (a)(1) through 
(a)(16) and paragraph (d) of this sec-
tion, the owner or operator of each af-
fected source shall comply with the 
HON process wastewater requirements 
in §§ 63.132 through 63.148. 

(1) When terms used in §§ 63.132 
through 63.148 are defined in § 63.1101, 
the definition in § 63.1101 shall apply, 
for the purposes of this subpart. For 
terms used in §§ 63.132 through 63.148 
that are not defined in § 63.1101, the 
definitions in § 63.101 and § 63.111 shall 
apply. 

(2) When the term chemical manufac-
turing production process unit, or 
CMPU, is used in §§ 63.132 through 
63.148, the phrase ‘‘a process unit whose 
primary product is a product produced 
by a source category subject to this 
subpart’’ shall apply, for the purposes 
of this subpart. 

(3) Owners and operators of affected 
sources are not required to comply 
with § 63.132(b)(1) and (d) and § 63.138(c). 
Further, owners and operators are ex-
empt from all requirements in §§ 63.132 
through 63.148 that pertain solely and 
exclusively to organic HAP listed in 
Table 8 of subpart G of this part. 

(4) When the determination of 
equivalence criteria in § 63.102(b) is re-

ferred to in §§ 63.132, 63.133, and 63.137, 
the alternative nonopacity emission 
standard provisions in § 63.6(g) shall 
apply, for the purposes of this subpart. 

(5) When the HON storage vessel re-
quirements for internal floating roofs 
contained in § 63.119(b) are referred to 
in § 63.133(a)(2)(ii), the requirements in 
§ 63.1063(a)(1)(i), (2), and (b) shall apply, 
for the purposes of this subpart. 

(6) When the HON storage vessel re-
quirements for external floating roofs 
in § 63.119(c) and § 63.120(b)(5) and (6) are 
referred to in § 63.133(a)(2)(iii) and (d), 
the requirements in § 63.1063(a)(1)(ii), 
(2), and (b) shall apply, for the purposes 
of this subpart. 

(7) For the purposes of this subpart, 
§ 63.1063(c)(2)(iv) shall apply instead of 
§ 63.133(e). 

(8) When § 63.143(c), (d), (e)(3) and 
§ 63.146(a) require the submission of a 
request for approval to monitor alter-
native parameters according to the 
procedures specified in § 63.151(f) or (g), 
the owner or operator requesting to 
monitor alternative parameters shall 
follow the procedures specified in 
§ 63.1108(c) or as specified in a ref-
erenced subpart. 

(9) When § 63.147(d) requires the owner 
or operator to keep records of the daily 
average value of each continuously 
monitored parameter for each oper-
ating day as specified in § 63.152(f), the 
owner or operator shall keep records of 
each continuously monitored param-
eter for each operating day as specified 
in § 63.998(b). 

(10) When § 63.132(a) and (b) refer to 
the ‘‘applicable dates specified in 
§ 63.100 of subpart F of this part,’’ the 
applicable compliance dates specified 
in § 63.1102 shall apply, for purposes of 
this subpart. 

(11) Where § 63.152(b) and/or the Noti-
fication of Compliance Status is re-
ferred to in §§ 63.132 through 63.148, the 
Notification of Compliance Status re-
quirements contained in § 63.1110(a)(3) 
shall apply, for purposes of this sub-
part. 

(12) Where § 63.152(c) and/or the Peri-
odic Report requirements are referred 
to §§ 63.132 through 63.148, the Periodic 
Report requirements contained in 
§ 63.1110(a)(4) shall apply, for purposes 
of this subpart. 
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